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5. (Amended) A method of treating a dry gas pipe line susceptible to the build 
of iron sulfide deposits by complexing iron sulfide /round in said dry gas pipe lines, 
the method comprising adding to said dry gas pipeline a composition comprising: 
water, [tetrakis (hydroxymethyl) phosphonium] chloride and a soluble ammonium salt. 


9. (Amended) A method of treating an p\\ pipe line susceptible to the build up 
of iron sulfide deposits by complexing iron sulfide found in said oil pipe line, the method 
comprising adding to said oil pipe line a composition comprising: water, [tetrakis 
(hydroxymethyl) phosphonium] sulfate and/a soluble ammonium salt. 



1 1 . (Amended) The method of c/aim 9 wherein said composition is added 
continuously to said oil pipe line. 

12. (Amended) The method/6f claim 9 wherein said composition is added 
intermittently to said oil pipe line. 

13. (Amended) A method of treating an oil pipe line susceptible to the build up 
of iron sulfide deposits by con/plexing iron sulfide found in said oil pipe line, the method 
comprising adding to said oil/pipeline a composition comprising: water, [tetrakis 
(hydroxymethyl) phosphonium] chloride and a soluble ammonium salt. 


15. (Amended) The method of claim 13 wherein said composition is added 
continuously to said oil pipe line. 

16. (Amended) The method of claim 13 wherein said composition is added 
intermittently to said oil pipe line. 
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